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The enclosed Turn Lane Design Guidelines developed by the Traffic Engineering Group are effective
immediately for use in turn lane design. The enclosed procedure, to be inserted into the ADOT Traffic
Manual, will supersede the guidelines contained in the Roadway Design Guidelines, 1996 Chapter 400,
Sections 408.9 and 408.10.

It is essential that the designer providing layout and the traffic designer providing striping reach
agreement on the turn lane requirements at the earliest possible stage of design.

If there are any questions please contact the Traffic Engineering Group at (602) 712-7004 or the Roadway
Design Section at (602) 712-7341.

Highways : Aeronautics - Transportation Planning



ARIZONA DEPARTMENT OF TRANSPORTATION
TRAFFIC GROUP

February 18, 1999

To: Traffic Design/Studies Section
Traffic On-Call Consultants
Roadway Design Section
Regional Traffic Engineers
Project Management
FHWA

From: Mike Manthey, P.E.
State Traffic Engineer

Re: Turn Lane Design

Attached are guidelines for designing left and right turn lanes for at-grade
highway intersections. These guidelines wers developed in partnership with the
Roadwey Design Section.

These guidelines are in a format to be inserted in the forthcoming ADOT Traffic
Manual which is in development at this time.
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ADOT Traffic Manual February 1999
Section 400 - Pavement Markings

430 TURN LANE DESIGN

This section provides guidance for designing left and right turn lanes for af-grade
highway intersections.

LEFT TURN LANES

In some instances it may be necessary to add the required widening to only one side
of the roadway as shown in Figure 430-A. When widening only one side, the taper
length is determined by the formula:

T=SxW for speeds of 45 mph or greater

and by
T=S2xW for speeds under 45 mph
60
where:
T = length of taper
W = width of the added lane
S = posted speed for existing roadways, or design speed for new
or reconstructed roadways
C I
= X3
< \\_ -
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Taper l Gap ' Storage 10!
f W xS " (Table 1) ' (Braking Dist.+ Queue!
(Table 2) VT

FIGURE 430-A - WIDENING ONE SIDE ONLY

The preferred way of creating a left turn lane is by widening the roadway on both
sides equally as shown in Figure 430-B. This minimizes the amount of lateral
shifting required for through traffic.

430-1
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Section 400 - Pavement Markings

Taper lengths will be reduced by a proportional amount based on the proportion of
widening on each side, e.g., by 1/2 for symmetrical widening. Similar adjustments
must be made for other lane widths than the standard 12’ illustrated.

- = _ g e A -G
T ]
| Taper ‘ Cap | Storage 10
W x S/2 (Tabie 1) (Braking Dist.+ Queue) | A
{Table 2}
FIGURE 430-B - SYMMETRICAL WIDENING
Example: W=12 Gap = 140’ Storage =415’ * + 50’ = 465’
S =65 mph (From Table 430-1)
T=]12x65=390 * From Table 430-2
2
low ADT, minimum trucks
Total Length = 390° + 140’ + 465’ = 995’
Gap Length

Table 430-1 provides the length of the gap for left turn lanes. A new turn lane
standard drawing is appended to this memorandum.

TABLE 430-1 - GAP LENGTHS

POSTED
or GAP
DESIGN SPEED (feet)
(mph)
<40 60
40 - 50 90
> 50 140

430-2



ADOT Traffic Manual February 1999
Section 400 - Pavement Markings

Storage Length

The storage length is a combination of the braking distance (Table 430-2) and a
queue length dependent on the anticipated traffic control for the intersection and the
traffic demand at the turn.

storage length = braking distance + queue length

TABLE 430-2 - BRAKING DISTANCE

POSTED DESIRABLE MINIMUM
or
DESIGN SPEED BRAKING | BRAKING ENTERING | BRAKING BRAKING
(mph) SPEED DISTANCE SPEED SPEED DISTANCE
(mph) (feet) (mph) __(mph) {feet)
30 29 80 20 20 20
35 34 115 25 25 40
40 38 150 30 29 50
45 43 200 35 34 385
50 47 245 40 38 120
35 52 300 43 <2 1)
60 o6 360 50 47 260
65 60 415 55 52 253
7 64 490 60 56 315
75 70 285 65 61 400

The “Desirable” braking distance shown in Table 430-2 is based on the assumption
that a vehicle will have lost a few miles per hour through retardation by the
vehicle’s engine and drive train prior to braking and that braking will actually begin
when the vehicle is fully into the turn lane. The “Minimum” braking distance shown
is based on the assumption of: (a) a drop of 10 mph in the average speed of a vehicle
by the time it begins to enter the opening or “gap” of the turn lane; (b) there will be
a further reduction in speed through engine retardation while entering the turn
lane; and (c) assumed braking will begin once the vehicle is 2/3 of the way into the
turn lane (see Figure 430-C).
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Section 400 - Pavement Markings

Assumed Braking Location

2/3 Gap @ / Storage

] I (Braking DIst. + Queue) A
| l

; L

|

|

‘ |
- é e - 4. | -&
Z -
Taper Gap Turn Lane ' 10

I W x $/2 f (Tabte 1) ! ' A

* 2/3 Gap: 40’ for <40 mph
60’ for 40 - 50 mph
95’ for > 50 mph

FIGURE 430-C - MINIMUM BRAKING DISTANCE

Example: W=12 ** Gap = 140°  Storage = 265" *** +50’ = 315’
S =65 mph 2/3 Gap =_95’
T=12x65=390 difference = 45’ *** From Table 430-2
2

** From Table 430-1

low ADT, minimum trucks
Total Length = 390’ + 95"+ 315’ = 800’
Turn Lane Length = 315" - 45' = 270’

The queue length is the portion of the storage length required to temporarily store
turning traffic until conditions allow the turning maneuver to be completed in a safe
manner. It is in addition to the length required for braking. The queue length is
dependent on the anticipated traffic control for the intersection and the traffic
demand at the turn. A traffic analysis may be needed to determine arrival rates
and queue lengths.

e Signal Control - The queue length depends on the signal cycle length, the signal
phasing arrangement, and the rate of arrivals and departures of left-turning
vehicles. Allow 1.5 to 2 times the average number of vehicles that would queue
per cycle for periodic heavy demand in traffic flow.
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ADOT Traffic Manual Februe.ry 1999
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e Cross Road Stop Sign Control - The queue length is based on the number of
turning vehicles likely to arrive in the average two minute period within the
peak hour. The length should be adjusted for a lack of adequate gaps in
opposing through traffic.

e All-Way Stop Sign Control - The queue length is based on the number of
turning vehicles likely to arrive in the average two minute period within the
peak hour. The length should be further adjusted for a lack of adequate gaps in
both opposing through traffic and cross road traffic activity.

Each passenger vehicle and each truck are assumed to be 25 and 60 feet in length,
respectively.

The minimum queue length for all traffic control situations shall accommodate two
passenger vehicles or one passenger vehicle and one truck when the truck
percentage is greater than 10%, i.e., 50 foot and 85 foot minimum queue lengths,
respectively.

Where a two-way left-turn lane is to be interrupted with a one-way left-turn lane,
the two-way left-turn lane shall end a sufficient distance in advance of the
interruption to allow the placement of a minimum gap and necessary storage (see
the appended turn lane standard drawing).

RIGHT TURN LANES

J

Storage

(Braking DIst. + Queue)

FIGURE 430-D - RIGHT TURN LANES

Taper Length

Lengthy tapers are generally not required for right turn lanes since the lane mayv be
simply added to the outside of the traveled way; however, a shorter taper equal in
length to the gap (Table 430-1) is provided to transition the edgeline from the
normal pavement cross section to the edge of the turn lane.

430-3
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Gap Length

The gap for right turn lanes is the same as that for left turn lanes (see Table 430-1).

Storage Length

The storage length for right turn lanes is the same as that for left turn lanes;
however, when space available for a turn lane is limited and a yield condition or
free-flowing right turn is provided, it may be appropriate to assume that braking
continues; not to a stop as with left turns, but rather to the turning speed at the
intersection radius return. Where traffic slows to 10 mph to turn right, 20 feet may
be deducted from the right turn lane queue length.

SUMMARY

These guidelines assume that the intersection is not skewed, is on relatively flat
grade, does not contain significant vertical or horizontal curves, has adequate sight
distance, and has 12-foot wide through lanes.

The “Desirable” design is normally used for new construction or reconstruction of a
roadway. The “Minimum” design is normally used for retrofits or minor intersection
improvements.

It is recognized that design methodology must be somewhat flexible in meeting the
highway users’ needs and that circumstances vary from one location to another so
that rigid application of rules or guidelines may not fit every situation. Engineering
judgment must frequently be exercised in determining the end product. For
instance, shorter turn lanes than the minimum established by this guideline may be
acceptable if approved in writing by the Regional Traffic Engineer having
jurisdiction.

430-6



ettt R R

12°

WIHITE STOP BAR

LEFT_TURN LANE CHANKEL 1241 10N , -
FOR_MEDIAN OF i2 10 i6 I1, ) K
REVERSE CURVE { OPTIOHAL) — b wiie { REVERSE CURVE 0P ! JONAL)
T f - TAPER ]
e A | A .w_.’ ___ SEE NOTE 2 \ﬁ

~.

TWO- WAY LEFT-TURN ".>Zm\ B WHITE

ANV
\ “
TWO-WAY LEFT-TURN LANE 5 YELLOW X 7  <ionace_ GAP —
’ ARIES 5 YELLO
HT“ 1 <‘>:: S w\ _ TELLOW
FF m . (SEE HOIE 3y NOIE 3
6" SPACE ! 1 e space
. 5" YELLOW
LEFT TURN_LANE CHAMMEL |ZATION = - A 0 .
FOR MEDIAN OF 10 10 12 F1. \\m.‘f.._u::m (REVERSE CURVE 0Pl 10MAL)
——— )

e
. ~ B .“._1w \ _/!x{i:wm,mm_ hoTE 3 B
* Jli e e e - ;,Uﬂ.mnnﬂﬂﬂlw]m| =

MATCH EXISTING STRIPING, IT APPROPRIAIE.

DO MOT SCAIT

B WHIIE . L:E@?. _GAP_ \\\
REVERSE CURVE ( OPTIONAL) 12" WHITE SToP i SEE NOTL (HOTE 3) 5% YELLOW
— 5* YELLOW
_ ‘.m:- S e e
[Fonianie)l |7 67 sPACE _6Tshack
{NOTE 57
S* YELLOW . STYELLOW
° ROKEN "W
5° BROKEN DOUBLE_YELLOW 07w { REVERSE CURVE OPT |ONAL)
YELLOW /
i! TAPER 1
5L‘|uorlﬁ| YELLOW /Jll!:h:sllirn‘ ﬁllflllllllllllllmm NOTE 27—~
/  |=———SEE NOTE NIIL - i \ \
~flomer | e | /. /
, TSLF NOTE 3) linote 3 100 MIN_/ 500" MIN_

500 MIN 100° MIN 10" MIN|___ 10 M 5" YELLOW 5" YELLOW 1vP,

5" YELLOW 5" YELLOW ESPE HOIE M

(SEE HOTE 4

NOTE:

1. ALL MEASUREMENTS SHALL BE TO CENTER OF L INFS,
2. S x W = TAPER LENGTH: S = POSTED SPEED IN M.P.H. : W = DISTANCE

TRAFFIC IS TO MOVE OVER LATERALLY. SHEET | OF 2
3. REFER TO TRAFFIC MANUAL SECTION ON TURN LAME DESI|GH. e svnavto ARIZQNA DEPARTMENT OF TRANSPORTATION| 1s
4. IN URBAN AREAS ADJUST NO-PASS ZONE AS REOUIRED. A AANSPORTATON Division
5. SPACE BETWEEN DOUBLE YELLOW STRIPES SHOULD BE 6 BUT MAY BE DECREASTD 10 3 10 |memeree

TIPS "o,

INFERSECHION STRIPING 1-M-1,03

cceecOGN~""ECIFICAT IONGceece
cceceeSYS ccecece




